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  PUSHING THE LIMITS IN IRON DESIGN AND ENGINEERING

 •   Ultra-Low CG & Max-COR
Moving discretionary weight lower in the head via the new 6-sided fluted hosel and 
ultra-thin 1mm top line provides higher launch and incredible distance. Combined 
with a 1.5mm thin, Max-COR face, M2 gives golfers consistency on each strike.

 •   Face Slot Technology
Engineered into M2 irons for the first time, Face Slots provide added forgiveness 
on shots struck toward the heel or toe. Complemented by Speed Pocket technology, 
which preserves distance on shots stuck low on the face, golfers experience 
ultimate forgiveness on every mis-hit.

 •   GEOCOUSTIC Engineering
Acoustic engineering thru geometry combined with a multi-material fin-badge, 
dampens unpleasant vibrations for confidence-inspiring sound and feel.

MAXIMIZED DISTANCE AND HEIGHT — 
NOW WITH FACE SLOTS FOR INCREASED FORGIVENESS

Steel — REAX 88 HL by FST (S,R)
Graphite —M2 REAX (S-75g, R-65g, A-55g, L-45g)

SHAFT
Men's — TM DUAL FEEL .600 RIBBED 47g
Women's — TM WINN DUAL FEEL .580 RIBBED 37g

GRIP

 With the new M2 irons, we 
broke from traditional iron 
design to redistribute weight 
lower than any iron we have 
ever produced. Combined with 
extreme forgiveness provided 
by Face Slots, the new M2 is 
the complete package.

CLUB 4 5 6 7 8 9 PW AW SW LW

 LOFT 19.0º 21.5º 25.0º 28.5º 33.0º 38.0º 43.5º 49.0º 54.0º 59º
 LIE 61.5º 62.0º 62.5º 63.0º 63.5º 64.0º 64.5º 64.5º 64.5º 64.5º
 OFFSET 5.8mm 5.2mm 4.7mm 4.2mm 3.5mm 3.0mm 2.6mm 2.2mm 1.5mm 1.5mm

 MEN'S LENGTH  38.88" 38.25" 37.63" 37.00" 36.50" 36.00" 35.50" 35.50" 35.25" 35.25" 
 MEN'S SWING WEIGHT D2 D2 D2 D2 D2 D2 D2 D2 D3 D3

 WOMEN'S LENGTH  37.88" 37.25" 36.63" 36.00" 35.50" 35.00" 34.50" 34.50" 34.25" 34.25" 
 WOMEN'S SWING WEIGHT C3 C3 C3 C3 C3 C3 C3 C3 C4 C5
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